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Quartz Technologies

Su Emme YlUzdesi 9%0.005 (agirlik olarak)

Absorption 90.005 (wt)

YOBUNMUK e BAOQUOME
Bulk Density 2 A0 OO
Esneklik Dayanimi S0 ST
Flexural Stren gt e 00 DSl e
FEsneklikModata 9 PO
Flexural Modulus T G0 e
Lineer Termal Genlesme Katsayist @ @ e X000 G ettt
Coefficient of Linear Thermal Expansion .. LIX10- S O e
ASINMA DITENCT ettt tes ettt 606 mg. aginma ve strtunmeye dayaniki
Abrasion Resistance Resists wear and abrasion at 606 mg

Donma - Tovama Direnci(Soguk Scak ok Direncl 15 donma- tovama evrimine herhangi bir st gerélmeristc
Freeze - Thaw Resistance No defects 15 freeze-thaw cycles

Con Se rtl|9| ............................................................................................. Lo
o Lo
Roc kwel . Seru.g. .......................................................................................... e
el e L
LekeveK|myosolD|ren§ e doyon|m| i b
e e o el he
AlevYoy|l|m| ................................................................................................. T
Flame Spread Class A

Kaynar Suya Direnci

Boiling Water ReS|stonce

Herhangi bir olumsuz etki gordlmemistir.
No effect

Breaking Strenght
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